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INTER-COMPANY CORRESPONDENCE
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File (G. T. E. Sheldon)
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On August 1, 1957, K-30k-5, cell 8, was evacuated to 1.0 psia, and at
0730 was pressured to 16.5 psis in an effort to find a 900 SCFD air
leak that had not been located by utilizing normal means of leak detecting.
No UFsm evident, but could be smelled around stages 1 and 2. The
relieving operators prepared to enter the cell enclosure about 0815, but
found UF6 vapor present. The cell was then evacusted and given several
purges. Meanwhile, a mobile purge unit was connected to the enclosure
and the ambient evacuated through the alumina traps. This operation
continued for sbout seven hours in order to remove all of the UF, and
allow personnel to enter. Socm after 1600, operators from casc

gervices entered the cell to vacuum and acid clean. Upon completion,
the cell was pressured above atmosphere and two leeks were located and
repaired on the expansion Joint between the 1A and 2B pumps.

Special accountability wes requested on the cell enclosure clean-up, and .
the alumins removed from the mobile purge unit with the following results:

U X

Alumina 51 grams
Enclosure Clean-up 2.7 grams

The assay of the alumina is unexplainable since this mobile unit has
never been ugsed outside of Area 4, The assay of the material cleaned
up in the cell enclosure showed 5% lower than the actual assay.

Operating perscnnel were cautioned about using this method of leak
detecting with the reminder that this type of operation should never

be performed without taking adequate preceutionary methods and certainly
never at shift change,
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